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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the appHcant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 

IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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FIG. 2 




Read the 
CompossDatQ 
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Clear the 
TakeCompassData 
flag so we will 
not take a 
second sample yet 
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Set the 
ProcessCompassData 
flag so the systenn 
can process the data 
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-Yes 



Clear the 
AdvanceRotor flag so 
we won't move the 
rotor ahead 
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Set the RotorAhead 
flag so the 1 Hz 
processor will not try 
to move the rotor 
on it's next cycle 
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Clear the RotorAhead 
flag so we can 
advance the rotor 
on the next 
1Hz interrupt 
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Set the AdvanceRotor 

flag to tell 
the 32Hz processor 
that we need to 
move the rotor 




Set the AdvanceRotor 
flog so the next 
32Hz interrupt will 
move the rotor ahead 
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